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 POINTS 

1. What is the basic use of the siamese appliance? 
 
 
 

      25        

2. The siamese is manufactured in three basic configurations; the 
straight siamese,the                             Siamese and the Triamese 
(Manifold). 

 

      25        

3. Name two situations where a siamese might be used. 
 
 
 
 

      25        

4. A standard siamese appliance has two                       couplings and 
one        coupling. 

 

      25        

 

POINTS POSSIBLE: 
 

    100        

POINTS DEDUCTED: 
 

                  

FINAL SCORE: 
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 POINTS 

1. What is the basic use of the siamese appliance? 
 
 THE SIAMESE IS USED TO COMBINE TWO OR MORE HOSE 

LINES INTO ONE HOSE LINE OR DEVICE. 
Ref: TLP, Page 2, sect I A 
 

      25        

2. The siamese is manufactured in three basic configurations; the 
straight Siamese, the CLAPPERED siamese, and the Triamese 
(Manifold). 

Ref: TLP, page 2, sect II A, B 
 

      25        

3. Name two situations where a siamese might be used. 
 

a. COMBINE TWO PARALLEL SUPPLY LINES AT THE 
PUMP 

 
b. CONNECTED TO HYDRANT TO ALLOW AN ENGINETO 

BOOST HYDRANT PRESSURE 
 

ALLOWS ENGINE TO FILL WITHOUT SHUTTING DOWN 
PUMPING OPERATIONS (CLAPPERED ONLY) 

Ref: TLP, page 2, sect I, B 
 

      25        

4. A standard siamese appliance has two FEMALE couplings and one 
MALE coupling. 

Ref: TLP, page 3, Sect III 
 

      25        

 

POINTS POSSIBLE: 
 

    100        

POINTS DEDUCTED: 
 

                  

FINAL SCORE: 
 

                  

 


